Installation Instructions

Important Preinstallation Note: Additional connections required inside 2.75" BASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Down"ght
O O of 1-1/4" max. Bottom of throat must be flush with ceiling plane.
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

Install rough-in into ceiling. Secure to ceiling
structure. Adjust mounting brackets so bottom

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK || of flange is flush with ceiling line.

Contact, improper installation, or improper servicing

MAY RESULT IN DEATH OR SERIOUS INJURY! Mounting bar~ = __——— Mounting bracket

Fixture must be installed by a qualified electrician only. - | , -

Fixture is intended for installation in accordance with - T 5 Z‘tt‘r'g z ts:",’"’d
the National Electrical Code, local and federal code \ / > \ finished ceiling
specifications. Disconnect power at electrical panel —~ without proper
before servicing. Retain these instructions for / support.

maintenance reference. Ceiling

Unpack rough-in. Trim (reflector) and mounting

brackets are packaged separately. Do NOT remove
trim from packing insert until ready for installation.
Driver assembly is packaged with trim.

Make electrical connections.
Ground rough-in using the green ground wire.
Close splice compartment assembly cover.

For non-dimming 0-10V Wiring Diagram
installations, simply P:sriﬁlve
cap off the two control | (Purple)
wires and connect the
hot/neutral and ground —

Negative
as normal. (Gray)

Cut opening in ceiling:

O

2.75 inch Square Ceiling
Cutout = 3 5/8" x 3 5/8"

For 0-10V dimming applications. Connect the gray
wire to negative. Connect the purple wire to
2.75 inch Round Ceiling positive. See example wiring diagram above.
Cutout = 3 5/8" Dia.

LUTRON Hi-Lume Wiring Diagrams —

Wiring Diagram for 3-Wire Dimming

Switched Hot
Lyt

Insert mounting brackets into fixture by inserting N
Dimming R C00) i
Control LED OOO E‘;;xn

lock brackets through '
the mounting brackets and aﬁ/ AR

into housing, then secure it
with prOVided W|ng nuts. Note . Wiring Diagram for EcoSysteme Digital Control
the wing nuts must be inside bt

the housing to enable adjustment of installed fixture. Slide Frime ﬁ
mounting bars into position through mounting brackets. —= T
Ground B
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Installation Instructions

2.75" BASYS LED I

Important Preinstallation Note: Additional connections required inside
splice compartment for operation. Mounting bars ordered separately.
Flanged

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

Downlight
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

6 Wire driver to power.

TO FIELD CONNECTIONS

Crimp

i
! BLACK:
W [ Crimp

120V HIGH SENSITIVE
THERMAL PROTECTOR
(RP-13A)

GREEN
TO FIELD CONNECTIONS ! WH‘ITE
MOUNT GROUND LuGs /= CReEw

TOGETHER TO CHASSIS GROUND

E0008513
Quick
DISCONNECT

IALLYOIN (1)

OT25W/PRG1250C/UNV/DIM-1

DIM+
PN: 05449222

TO FIELD CONNECTIONS

DIM-
PN: 05449225

N

[~

E0007013

QuIcK

COLOR CONNECTION
WHITE NEUTRAL
GREEN GROUND
DIM (+)
DIM ()

E0007013
Quick
DISCONNECT

GRAY (12")  pURPLE (12")

DIM -
PN: 05449225

5-WIRE COLOR LEGEND DISCONNECT
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Installation Instructions

~ | Important Preinstallation Note: Additional connections required inside
splice compartment for operation. Mounting bars ordered separately.
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

2.75" BASYS LED Il
Flanged

Downlight

Square and Round

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for

maintenance reference.

URPLI

URPLE,

TE——
Crimp

BLACK

TO FIELD CONNECTIONS

120V HIGH SENSITIVE BLUE  Crimp

THERMAL PROTECTOR o) =
(RP-13A)
Crimp
TO FIELD CONNECTIONS
GREEN:
m
o J5—GREEN.
MOUNT GROUND LUGS &
TOGETHER TO CHASSIS GROUND

E0008513
Quick
DISCONNECT

NON-EM WIRE COLOR LEGEND

COLOR CONNECTION
HOT
ORANGE DIMMED HOT (W/LABEL)

NEUTRAL

GROUND

0-10V DIMMING (E1)

i\ |o-10v DIMMING (E2)
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) N
PURPLE/GRAY
N

DIM -
PN: 05449225

E0007013

PURPLE Quick
DISCONNECT
DIM +
PN: 05449222
E1
2
LUTRON
BLACK: B Hot Hi-lume A-Series
Orange | DH L3DAGULUKN-XXXX
WHITE=—— White | Neutral
GREEN: Ground

Questions? Problems? Call (800) 448-4131
and we will be happy to assist you. For technical
specification sheets or other information about our
products, please go to www.zumtobel.us

IALLYOIN (1)

j -
IN]
E0007013

Quick
DISCONNECT
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Installation Instructions

-

Important Preinstallation Note: Additional connections required inside
splice compartment for operation. Mounting bars ordered separately.

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

2.75" BASYS LED Il
Flanged

Downlight

Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

TO FIELD CONNECTIONS

120V HIGH SENSITIVE
THERMAL PROTECTOR

(RP-13A)

TO FIELD CONNECTIONS

DIM -
PN: 05449225

GREEN MOUNT GROUND LUG
TO CHASSIS GROUND

~

E0007013
Quick
DISCONNECT

E0007013
QuIck
DISCONNECT

5-WIRE COLOR LEGEND

COLOR

CONNECTION

HOT

NEUTRAL

GROUND

DIM (+)

DIM (-)
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Neutral LED +

Bro Line eldoLED LED - Black
Orange | DAL+ | Solodrive 360/A | NTC+
Orange DALI - NTC -

E00479EC-xxxx

BLACK:

INILVOIN ()

-E00607 PC

RED: b

E0007013
QuIck
DISCONNECT

and we will be happy to assist you. For technical
specification sheets or other information about our

Questions? Problems? Call (800) 448-4131
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Installation Instructions

Important Preinstallation Note: Additional connections required inside 2.75" BASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness DOW“" ght

of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

\ Insert trim into housing and adjust to engage the
A D A N G E R retaining locking collar. Push upward and turn 1/4

RISK OF FIRE AND ELECTRICAL SHOCK || turn the locking ring and drive set screws until tight.

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Square and Round

Wire driver to trim, make connection through
Quick Disconnect (provided).

Secure trim assembly
to safety cable from
inside the housing.

1 0 Insert lower reflector.

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Important Preinstallation Note: Additional connections required inside 2.75" BASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Down"ght
- O of 1-1/4” max. Bottom of throat must be flush with ceiling plane.
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.
Maintenance - Turn off power first!

4\ DANGER _
— Relamping. Contact Zumtobel at 1-800-448-4131 for
RISK OF FIRE AND ELECTRICAL SHOCK replacement LED Module. Please provide the original

Contact, improper installation, or improper servicing fixture description per the label inside the fixture.

MAY RESULT IN DEATH OR SERIOUS INJURY! Once replacement LED module has been received,
Fixture must be installed by a qualified electrician only. follow these steps.

Fixture is intended for installation in accordance with 1. Please wear clean cotton gloves and electrostatic

the National Electrical Code, local and federal code discharge protection. At the minimum, an ESD wrist
specifications. Disconnect power at electrical panel . !

before servicing. Retain these instructions for strap should be worn and properly grounded.
maintenance reference. 2. Turn power off.

3. Remove trim. Pull out with rubberized gloves by
pulling the trim straight down.

4. There is a wire harness coming from the LED board
going to the power supply. The wire harness is con-
nected to the board by a push in disconnect. Using a
screw driver pushdown on lever and pull wire harness
from LED board.

6. Remove the old LED board and old thermal pad by
unscrewing the two #4 Torx screws. You will need a
T-10 driver.

7. Remove transparent film protection from both sides
of the new thermal-film with your fingers.

8. Place the new thermal film on bottom of new LED board.

9. Align the mounting holes in LED board to the holes in
the aluminum casted heatsink (i.e. housing cover).

10. Replace Torx screws.

11. Take the wire harness in the housing and push it onto
the connector on the new LED board.

12. Install trim and lower reflector. Push up on the trim
until the flange touches the ceiling.

13. Turn on the power.

14. For disposal, please send the old LED module back
to Zumtobel using the ESD bag provided.

Cleaning. Wipe with soft lint-free cloth.
Do not use glass cleaner or other solvents.

Access to Driver. Driver removal by repeating
Steps 1 through 3. Access by removing plate with
2 #4 Pnillips head screws

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Important Preinstallation Note: Additional connections

required inside splice compartment for operation.

Mounting bars ordered separately.
- @ NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

2.75" BASYS LED II
Flangeless
Downlight

Square and Round

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Unpack rough-in. Trim (reflector) and mounting

brackets are packaged separately. Do NOT remove
trim from packing insert until ready for installation.
Driver assembly is packaged with trim.

2 Cut opening in ceiling:

gD

2.75" Round & Square: ceiling cutout is 4 3/4"x 4 3/4".

Insert mounting brackets into fixture by inserting

lock brackets through the mounting brackets and into
housing, then secure it with provided wing nuts. Note the
wing nuts must be inside the housing to enable adjust-
ment of installed fixture. Slide mounting bars into position
through mounting brackets.

Install rough-in into ceiling. Secure to ceiling structure.
Adjust mounting brackets so bottom of flange is flush
with ceiling line. For optimum lighting performance, sheetrock
must be even with outer plastic flange. Make sure fixture is

level on all four sides, adjust screws if necessary.

Mounting bar N\ ——— Mounting bracket
T - Fixture should
——— not rest on
\ / \ finished ceiling
/ without proper
p support.
Ceiling

Zumtobel Lighting, Inc. ©2015

3300 Route 9W

Highland, NY 12528-2630
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and we will be happy to assist you. For technical
specification sheets or other information about our
products, please go to www.zumtobel.us

M ZUMTOBEL




Installation Instructions

Important Preinstallation Note: Additional connections 2_75" B ASYS LED Il
required inside splice compartment for operation.
Mounting bars ordered separately. FIangeIess

- O NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Downllght
' . | of 1-1/4” max. Bottom of throat must be flush with ceiling plane. Sq uare and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A\ DANGER

ISK OF FIRE AND ELECTRICAL SHOCK positive. See example wiring diagram above.

Contact, improper installation, or improper servicing ; . -
MAY RESULT IN DEATH OR SERIOUS INJURY! LUTRON Hi-Lume Wiring Diagrams —

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

For 0-10V dimming applications. Connect the gray
wire to negative. Connect the purple wire to

Wiring Diagram for 3-Wire Dimming

Switched Hot

Make electrical connections.
Ground rough-in using the green ground wire.
Close splice compartment assembly cover.

For non-dimming
installations,
simply cap off the
two control wires
and connect the
hot/neutral and
ground as normal.

Zumtobel Lighting, Inc. ©2015
3300 Route 9W
Highland, NY 12528-2630

845-691-6262 ¢ 800-448-4131 e zli.us@zumtobel.com
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0-10V Wiring Diagram

To EcoSystem
Bus

Positive
(Purple)

Negative Once fixture is in ceiling, apply fiberglass mesh
(Gray) tape or equivalent (by others) and use joint com-
pound to fill in gaps. When joint compound dries, sand

down to make even with flange. Interior of mud ring
must be free of drywall compound, paint or any other
foreign matter. Clearance to the reflector assembly is
tight and the presence of foreign matter will not allow
proper installation.

Questions? Problems? Call (800) 448-4131
and we will be happy to assist you. For technical

specification sheets or other information about our I ZUMTOBEL

products, please go to www.zumtobel.us




Installation Instructions

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Important Preinstallation Note: Additional connections
required inside splice compartment for operation.
Mounting bars ordered separately.

7 Wire Driver to power.

TO FIELD CONNECTIONS

AC

Crimp

Ay
LS?_BLACK

120V HIGH SENSITIVE
THERMAL PROTECTOR

(RP-13A)
Crimp

Crimp

GREEN:
TO FIELD CONNECTIONS !
MOUNT GROUND LUGS \ /=
TOGETHER TO CHASSIS GROUND
£0008513

Quick
DISCONNECT

D
:

OSRAM OPTRONIC
OT25W/PRG1250C/UNV/DIM-1
? White | Neutral

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

2.75" BASYS LED II
Flangeless
Downlight

Square and Round

IALLYOIN ()

TO FIELD CONNECTIONS

5-WIRE COLOR LEGEND

COLOR CONNECTION
HOT
WHITE NEUTRAL

GREEN GROUND
DIM (+)
DIM (-)

Zumtobel Lighting, Inc. ©2015
3300 Route 9W
Highland, NY 12528-2630

845-691-6262 e 800-448-4131 e zli.us@zumtobel.com
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~

E0007013
Quick
DISCONNECT

GRAY (12")  pyRPLE (12)

DIM -
PN: 05449225

DIM+
PN: 05449222

~

E0007013
Quick
DISCONNECT

Questions? Problems? Call (800) 448-4131
and we will be happy to assist you. For technical
specification sheets or other information about our
products, please go to www.zumtobel.us
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Installation Instructions

maintenance reference.

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for

Important Preinstallation Note: Additional connections
required inside splice compartment for operation.
Mounting bars ordered separately.

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1-1/4” max. Bottom of throat must be flush with ceiling plane.

DIM +
PN: 05449222

URPLI

URPLE,

TO FIELD CONNECTIONS

TE=——

AC

Crimp

BLACK

120V HIGH SENSITIVE BLUE  Crimp
THERMAL PROTECTOR L

(RP-13A)

Crimp

TO FIELD CONNECTIONS

GREEN
7 |5—GREEN.
MOUNT GROUND LUGS u

TOGETHER TO CHASSIS GROUND

E0008513
Quick
DISCONNECT

DIM -
PN: 05449225

NON-EM WIRE COLOR LEGEND

COLOR CONNECTION
HOT
ORANGE DIMMED HOT (W/LABEL)

WHITE NEUTRAL

GROUND

0-10V DIMMING (E1)

i/41(|0-10V DIMMING (E2)

Zumtobel Lighting, Inc. ©2015
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Highland, NY 12528-2630
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) N
PURPLE/GRAY
IN]

E0007013
QuICK
DISCONNECT

PURPLE

DIM +
PN: 05449222

Purple
puvle

Black
Orange
White | Neutral
Ground

LUTRON
Hi-lume A-Series
L3DA4ULUKN-XXXX

Questions? Problems? Call (800) 448-4131
and we will be happy to assist you. For technical
specification sheets or other information about our
products, please go to www.zumtobel.us

2.75" BASYS LED II
Flangeless
Downlight

Square and Round

IALLYOIN (1)

j
[N)
E0007013

Quick
DISCONNECT

M ZUMTOBEL



Installation Instructions

Impgrtaqt F.’reinst.allation Note: Additional cpnnections 2_75" B ASYS LED Il

required inside splice compartment for operation.

Mounting bars ordered separately. FIangeIess
- Q NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Downllght
. - of 1-1/4” max. Bottom of throat must be flush with ceiling plane. Sq uare and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

1ITE:
TO FIELD CONNECTIONS
ACI
Crimp
. AT BLACK R
{ S f——————————————WHITE:
120V HIGH SENSITIVE Crimp
THERMAL PROTECTOR §
(RP-13A) crim BLUE WHITE g
BLACK: -
BLACK-
TO FIELD CONNECTIONS ~
LED + RED: ~ ™)
Ll \[= = =, \
£0007013 DALI - NTC -
DIM + Quick E0007013
: DISCONNECT E00479EC-xxxx Quick
DM ORANGE DISCONNECT
PN: 05449225 BROWN
=2
E0007013
Quick
DISCONNECT
5-WIRE COLOR LEGEND
COLOR CONNECTION
HOT
NEUTRAL
GROUND
DIM (+)
DIM (-)
Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131
3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Important Preinstallation Note: Additional connections 2.75" B ASYS LED "

required inside splice compartment for operation.

Mounting bars ordered separately. FIangeIess

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness DOW“llght
- | of 1-1/4” max. Bottom of throat must be flush with ceiling plane. Sq uare and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Wire driver to trim, make connection through
Quick Disconnect (provided).

1 0 Insert trim into
housing and adjust

to engage the retain-

ing locking collar. Push

upward and turn 1/4 turn

the locking ring and drive

set screws until tight.

Secure trim assembly
to safety cable from
inside the housing.

1 1 Insert lower reflector.

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Important Preinstallation Note: Additional connections 2_75" B ASYS LED Il
required inside splice compartment for operation.
Mounting bars ordered separately. FIangeIess

- O NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Downllght
' . | of 1-1/4” max. Bottom of throat must be flush with ceiling plane. Sq uare and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.
Maintenance - Turn off power first!

4\ DANGER
o Relamping. Contact Zumtobel at 1-800-448-4131 for
RISK OF FIRE AND ELECTRICAL SHOCK replacement LED Module. Please provide the original

Contact, improper installation, or improper servicing fixture description per the label inside the fixture.
MAY RESULT IN DEATH OR SERIOUS INJURY! Once replacement LED module has been received,
Fixture must be installed by a qualified electrician only. follow these steps.

Fixture is intended for installation in accordance with

the National Electrical Code, local and federal code 1. Please wear clean cotton gloves and electrostatic

specifications. Disconnect power at electrical panel d{scharr?e ﬁjrot;[ectlon. At (’;he mmwnum, ar:j E(‘?D wrist
before servicing. Retain these instructions for Strap should be worn and properly grounded.

maintenance reference. 2. Turn power off.

3. Remove trim. Pull out with rubberized gloves by
pulling the trim straight down.

4. There is a wire harness coming from the LED board
going to the power supply. The wire harness is con-
nected to the board by a push in disconnect. Using a
screw driver pushdown on lever and pull wire harness
from LED board.

6. Remove the old LED board and old thermal pad by
unscrewing the two Torx screws. You will need an T-10
screwdriver.

7. Remove transparent film protection from both sides
of the new thermal-film with your fingers.

8. Place the new thermal film on bottom of new LED board.

9. Align the mounting holes in LED board to the holes in
the aluminum casted heatsink (i.e. housing cover).

10. Replace Torx screws.

11. Take the wire harness in the housing and push it onto
the connector on the new LED board.

12. Install trim and lower reflector. Push up on the trim
until the flange touches the ceiling.

13. Turn on the power.

14. For disposal, please send the old LED module back
to Zumtobel using the ESD bag provided.

Cleaning. Wipe with soft lint-free cloth.
Do not use glass cleaner or other solvents.

Access to Driver. Driver removal by repeating
Steps 1 through 3. Access by removing plate with
2 #4 Phillips head screws

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical

Highland, NY 12528-2630 specification sheets or other information about our U ZUMTOBEL
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Installation Instructions
Important Preinstallation No.te: Additiqnal connections required inside 2.75" BASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness H

Q O of 1 1/4” max. Bottom of throat must be flush with ceiling plane. Down"ght and Wallwasher
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

 DANGER Install rough-in into ceiling. Secure to ceiling
(AR ) structure. Adjust mounting brackets so bottom

RISK OF FIRE AND ELECTRICAL SHOCK || of flange is flush with ceiling line.

Contact, improper installation, or improper servicing

MAY RESULT IN DEATH OR SERIOUS INJURY! Mounting bar~ = __——— Mounting bracket

Fixture must be installed by a qualified electrician only. - | , -

Fixture is intended for installation in accordance with - T 5 g‘tt‘r'g z ts:",’"’d
the National Electrical Code, local and federal code \ / > \ finished ceiling
specifications. Disconnect power at electrical panel —~ without proper
before servicing. Retain these instructions for / support.

Ceiling

maintenance reference.

Unpack rough-in. Trim (reflector) and mounting

brackets are packaged separately. Do NOT remove
trim from packing insert until ready for installation.
Driver assembly is packaged with trim.

Make electrical connections.
Ground rough-in using the green ground wire.
Close splice compartment assembly cover.

For non-dimming 0-10V Wiring Diagram
installations, simply P:sriﬁlve
cap off the two control | (Purple)
wires and connect the
hot/neutral and ground —

Negative
as normal. (Gray)

Cut opening in ceiling:

O

2.75 inch Square Ceiling
Cutout = 3 3/8" x 3 3/8"

For 0-10V dimming applications. Connect the gray
wire to negative. Connect the purple wire to
positive. See example wiring diagram above.

2.75 inch Round Ceiling
Cutout = 3 3/8" Dia. LUTRON Hi-Lume Wiring Diagrams —
Wiring Diagram for 3-Wire Dimming

Switched Hot
Lyt

@)

DimT,‘;mg Dimmediio Hi-lume gO% LED

Control LED oo/ &

engine
Neutral / v

Groung

Ground

Insert mounting brackets into fixture by inserting

lock brackets through
the mounting brackets and
into housing, then secure it
with provided wing nuts. Note ot
the wing nuts must be inside 2
the housing to enable adjustment of installed fixture. Slide oty T
mounting bars into position through mounting brackets. =

Wiring Diagram for EcoSysteme Digital Control

Hot v

, e
e ey Q8=
Neutral = ,l, 0 engine

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131
3300 Route 9W and we will be happy to assist you. For technical
Highland, NY 12528-2630 specification sheets or other information about our M ZUMTOBEL

845-691-6262 e 800-448-4131 e zli.us@zumtobel.com
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Installation Instructions

Important Preinstallation Note: Additional connections required inside 2.75" BASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness D Wnll ht n W "W h r
of 1 1/4" max. Bottom of throat must be flush with ceiling plane. 0 g a d a ashe

Square and Round
WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

6 Wire driver to power.
TO FIELD CONNECTIONS
Crimp
1 = BLACK:
1 S o
120V HIGH SENSITIVE BLUE é
THERMAL PROTECTOR g
(RP-13A) E]
Crimp 8 3 RED
SIN=——— o o s 3 Bk
-GREEN:
TO FIELD CONNECTIONS | W“"TE
MOUNT GROUND LUGS @: DDDDD - =
TOGETHER TO CHASSIS GROUND i
£0008513 CTISWIPRGLSSOCTANIDIM-L
QuIck E0007013
DISCONNECT DIS?S’I\ICV\:(ECT
E i3 GRAY(12')  puRpLE (127)
TO FIELD CONNECTIONS |22 [ 1= R =
= GRAY.
E0007013
QuIck
5-WIRE COLOR LEGEND DISCONNECT
COLOR CONNECTION
HOT
WHITE NEUTRAL
GREEN GROUND
DIM (+)
DIM (-)
Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131
3300 Route 9W and we will be happy to assist you. For technical
Highland, NY 12528-2630 specification sheets or other information about our ZUMTOBEL
845-691-6262 o 800-448-4131 e zli.us@zumtobel.com products’ please go to www.zumtobel.us
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Installation Instructions

~ | Important Preinstallation Note: Additional connections required inside
splice compartment for operation. Mounting bars ordered separately.
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1 1/4" max. Bottom of throat must be flush with ceiling plane.

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

2.75" BASYS LED Il
Flanged

Downlight and Wallwasher

Square and Round

A DANGER

maintenance reference.

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for

DIM +
PN: 05449222

DIM -
N: 05449225

URPLI

URPLE,

TE——
Crimp

‘—7 BLACK

F.,

TO FIELD CONNECTIONS

120V HIGH SENSITIVE BLUE Crlmp

THERMAL PROTECTOR L_J
(RP-13A)
Crimp
TO FIELD CONNECTIONS
GREEN:
m
o J5—GREEN.
MOUNT GROUND LUGS &
TOGETHER TO CHASSIS GROUND

E0008513
Quick
DISCONNECT

NON-EM WIRE COLOR LEGEND
COLOR CONNECTION
ORANGE DIMMED HOT (W/LABEL)
NEUTRAL

GROUND

0-10V DIMMING (E1)
i\ |o-10v DIMMING (E2)

Zumtobel Lighting, Inc. ©2015

3300 Route 9W

Highland, NY 12528-2630

845-691-6262 ¢ 800-448-4131 e zli.us@zumtobel.com
Part # D00459CI Rev.A: 09/03/15 Page 3 of 6

PURPLE/GRAY
DIM -
PN: 05449225

PURPLE

a L [
~
E0007013

QuICK
DISCONNECT

DIM +
PN: 05449222

E1
E2
LUTRON

Hot Hi-lume A-Series
DH L3DA4ULUKN-XXXX

Neutral

Ground

Questions? Problems? Call (800) 448-4131

and we will be happy to assist you. For technical
specification sheets or other information about our

products, please go to www.zumtobel.us

IALLYOIN (1)

j -
IN]
E0007013

Quick
DISCONNECT
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Installation Instructions

-

Important Preinstallation Note: Additional connections required inside
splice compartment for operation. Mounting bars ordered separately.

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1 1/4" max. Bottom of throat must be flush with ceiling plane.

2.75" BASYS LED II
Flanged

Downlight and Wallwasher
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

TO FIELD CONNECTIONS

120V HIGH SENSITIVE
THERMAL PROTECTOR

(RP-13A)

TO FIELD CONNECTIONS

DIM -
PN: 05449225

GREEN MOUNT GROUND LUG
TO CHASSIS GROUND

~

E0007013
Quick
DISCONNECT

E0007013
QuIck
DISCONNECT

5-WIRE COLOR LEGEND

COLOR

CONNECTION

HOT

NEUTRAL

GROUND

DIM (+)

DIM (-)

Zumtobel Lighting, Inc. ©2015
3300 Route 9W
Highland, NY 12528-2630

845-691-6262 ¢ 800-448-4131 e zli.us@zumtobel.com
Part # D00459CI Rev.A: 09/03/15 Page 4 of 6

Neutral LED +

Bro Line eldoLED LED - Black
Orange | DAL+ | Solodrive 360/A | NTC+
Orange DALI - NTC -

E00479EC-xxxx

BLACK:

INILVOIN ()

-E00607 PC

RED: b

E0007013
QuIck
DISCONNECT

and we will be happy to assist you. For technical
specification sheets or other information about our

Questions? Problems? Call (800) 448-4131

products, please go to www.zumtobel.us
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Installation Instructions

Important Preinstallation No.te: Additiqnal connections required inside 2.75" BASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness H
of 1 1/4" max. Bottom of throat must be flush with ceiling plane. Down"gsh t and Wa::V;aShe(:
quare and houn

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A D A N G E R 9 Insert driver into housing.

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Wire luminaire to driver, make connection through
Quick Disconnect (provided).

10 Insert trim into housing and press upward
firmly to engage the retaining springs.

Secure trim assembly
to safety cable from
inside the housing.

1 Alignment of wallwashers.
Wallwash reflectors must be &
installed as shown.

NOTE: National or municipal codes must be followed
regarding fixture installation and set back of thermal
insulating material from luminaire. As a guideline,
any insulation material must be held away from the
luminaire by a minimum of 3". Fixtures are not
designed for direct contact with thermal insulation.

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Important Preinstallation No.te: Additiqnal connections required inside 2.75" B ASYS LED Il
splice compartment for operation. Mounting bars ordered separately. Flange d
NOTE: For square and round fixtures, this fixture is designed for ceiling thickness H
of 1 1/4" max. Bottom of throat must be flush with ceiling plane. Down"gsh t and Wa::V;aShe(:
quare and houn

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.
Maintenance - Turn off power first!

DA N G E R Relamping. Contact Zumtobel at 1-800-448-4131 for
RISK OF FIRE AND ELECTRICAL SHOCK replacement LED Module. Please provide the original

Contact, improper installation, or impropsr servicing fixture description per the label inside the fixture.

MAY RESULT IN DEATH OR SERIOUS INJURY! Once replacement LED module has been received,
Fixture must be installed by a qualified electrician only. follow these steps.

Fixture is intended for installation in accordance with 1. Please wear clean cotton gloves and electrostatic
the National Electrical Code, local and federal code discharge protection. At the minimum, an ESD wrist

specifications. Disconnect power at electrical panel strap sho
- . ; . uld be worn and properly grounded.
before servicing. Retain these instructions for p properly g

maintenance reference. 2. Turn power off.

3. Remove trim. Pull out with rubberized gloves by
pulling the trim straight down.

4. There is a wire harness coming from the LED board
going to the power supply. The wire harness is con-
nected to the board by a push in disconnect. Using a
screw driver pushdown on lever and pull wire harness
from LED board.

6. Remove the old LED board and old thermal pad by
unscrewing the two #4 Allen screws. You will need an
Allen key.

7. Remove transparent film protection from both sides
of the new thermal-film with your fingers.

8. Place the new thermal film on bottom of new LED board.

9. Align the mounting holes in LED board to the holes in
the aluminum casted heatsink (i.e. housing cover).

10. Replace Allen screws.

11. Take the wire harness in the housing and push it onto
the connector on the new LED board.

12. Install trim. Push up on the trim until the flange touches
the ceiling.

13. Turn on the power.

14. For disposal, please send the old LED module back
to Zumtobel using the ESD bag provided.

Cleaning. Wipe with soft lint-free cloth.
Do not use glass cleaner or other solvents.

Access to Driver. Driver removal by repeating
Steps 1 through 3. Access by removing plate with
2 #4 Phillips head screws

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Important Preinstallation Note: Additional connections 2_75" B ASYS LED Il
required inside splice compartment for operation.
Mounting bars ordered separately. FIangeIess
- O NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Downllght and Wa"waSher
. - | of 11/3”(1.3") max. Bottom of throat must be flush with ceiling plane. Sq uare and Round
WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Unpack rough-in. Trim (reflector) and mounting

brackets are packaged separately. Do NOT remove
trim from packing insert until ready for installation.
Driver assembly is packaged with trim.

2 Cut opening in ceiling: /ﬂ)

2.75" Round & Square: ceiling cutout 4 3/8" across flats. Insert mounting brackets into fixture by inserting

lock brackets through the mounting brackets and into
housing, then secure it with provided wing nuts. Note the
wing nuts must be inside the housing to enable adjust-
ment of installed fixture. Slide mounting bars into position
through mounting brackets.

Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131

3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

Mounting bars ordered separately.

Important Preinstallation Note: Additional connections
required inside splice compartment for operation.

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1 1/3” (1.3") max. Bottom of throat must be flush with ceiling plane.

2.75" BASYS LED II
Flangeless

Downlight and Wallwasher
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A\ DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Install rough-in into ceiling. Secure to ceiling structure.
Adjust mounting brackets so bottom of flange is flush
with ceiling line. For optimum lighting performance, sheetrock
must be even with outer plastic flange. Make sure fixture is

level on all four sides, adjust screws if necessary.

Mounting bar \\ ——— Mounting bracket
o -

SR m—

T - Fixture should
not rest on
\ / — \ finished ceiling
/ without proper
./ support.
Ceiling

Make electrical connections.
Ground rough-in using the green ground wire.
Close splice compartment assembly cover.

For non-dimming installations, simply cap off the
two control wires and connect the hot/neutral and
ground as normal.

0-10V Wiring Diagram Positive

(Purple)

Negative
(Gray)

For 0-10V dimming applications. Connect the gray
wire to negative. Connect the purple wire to
positive. See example wiring diagram above.

LUTRON Hi-Lume Wiring Diagrams —
Wiring Diagram for 3-Wire Dimming

Switched Hot
v

To Dimrned Hot " 000
Dimring il - & Hirume [15 eXeyo
Control LED OoO light

engine
Neutral
- e

Groung **

Ground

e

Wiring Diagram for EcoSysteme Digital Control

Once fixture is in ceiling, apply fiberglass mesh

tape or equivalent (by others) and use joint com-
pound to fill in gaps. When joint compound dries, sand
down to make even with flange. Interior of mud ring
must be free of drywall compound, paint or any other
foreign matter. Clearance to the reflector assembly is
tight and the presence of foreign matter will not allow
proper installation.

Zumtobel Lighting, Inc. ©2015

3300 Route 9W

Highland, NY 12528-2630

845-691-6262 * 800-448-4131 e zli.us@zumtobel.com
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Installation Instructions

-

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

Important Preinstallation Note: Additional connections
required inside splice compartment for operation.
Mounting bars ordered separately.

2.75" BASYS LED II
Flangeless

Downlight and Wallwasher
Square and Round

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1 1/3” (1.3") max. Bottom of throat must be flush with ceiling plane.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

7 Wire Driver to power.

TO FIELD CONNECTIONS

120V HIGH SENSITIVE
THERMAL PROTECTOR

(RP-13A)

GREEN:
TO FIELD CONNECTIONS !
MOUNT GROUND LUGS \ /=

TOGETHER TO CHASSIS GROUND

@_BLACK

AC

Crimp

Crimp

IALLYOIN ()

Crimp

OSRAM OPTRONIC
E0008513 OT25W/PRG1250C/UNV/DIM-1
Quick

DISCONNECT

E0007013
Quick
DISCONNECT

GRAY (12")  pyRPLE (12)

TO FIELD CONNECTIONS

DIM -

PN: 05449225
DIM+

e~ PN: 05449222

~

E0007013
Quick

5-WIRE C

OLOR LEGEND DISCONNECT

CONNECTION

oT

COLOR
H
WHITE NEUTRAL

IM (+)

GREEN GROUND
D
DIM (-)

Zumtobel Lighting, Inc. ©2015
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Installation Instructions

maintenance reference.

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for

Important Preinstallation Note: Additional connections
required inside splice compartment for operation.
Mounting bars ordered separately.

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1 1/3” (1.3") max. Bottom of throat must be flush with ceiling plane.

DIM +
PN: 05449222

URPLI

URPLE,

TO FIELD CONNECTIONS

TE=——

AC

Crimp

BLACK

120V HIGH SENSITIVE BLUE  Crimp
THERMAL PROTECTOR L

(RP-13A)

Crimp

TO FIELD CONNECTIONS

GREEN
7 |5—GREEN.
MOUNT GROUND LUGS u

TOGETHER TO CHASSIS GROUND

E0008513
Quick
DISCONNECT

DIM -
PN: 05449225

NON-EM WIRE COLOR LEGEND

COLOR CONNECTION
HOT
ORANGE DIMMED HOT (W/LABEL)

WHITE NEUTRAL

GROUND

0-10V DIMMING (E1)

i/41(|0-10V DIMMING (E2)

Zumtobel Lighting, Inc. ©2015

3300 Route 9W

Highland, NY 12528-2630
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) N
PURPLE/GRAY
IN]

E0007013
QuICK
DISCONNECT

PURPLE

DIM +
PN: 05449222

Purple
puvle

Black
Orange
White | Neutral
Ground

LUTRON
Hi-lume A-Series
L3DA4ULUKN-XXXX

Questions? Problems? Call (800) 448-4131
and we will be happy to assist you. For technical
specification sheets or other information about our
products, please go to www.zumtobel.us

2.75" BASYS LED Il
Flangeless

Downlight and Wallwasher

Square and Round

IALLYOIN (1)

j
[N)
E0007013

Quick
DISCONNECT
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Installation Instructions

Important Preinstallation Note: Additional connections 2_75" B ASYS LED Il

required inside splice compartment for operation.

Mounting bars ordered separately. FIangeIess
- Q NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Downllght and Wa"waSher
. - | of11/3” (1.3") max. Bottom of throat must be flush with ceiling plane. Sq uare and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

1ITE:
TO FIELD CONNECTIONS
ACI
Crimp
. AT BLACK R
{ S f——————————————WHITE:
120V HIGH SENSITIVE Crimp
THERMAL PROTECTOR §
(RP-13A) crim BLUE WHITE g
BLACK: -
BLACK-
TO FIELD CONNECTIONS ~
LED + RED: ~ ™
Ll \[= = =, \
£0007013 DALI - NTC -
DIM + Quick E0007013
: DISCONNECT E00479EC-xxxx Quick
DM ORANGE DISCONNECT
PN: 05449225 BROWN
=2
E0007013
Quick
DISCONNECT
5-WIRE COLOR LEGEND
COLOR CONNECTION
HOT
NEUTRAL
GROUND
DIM (+)
DIM (-)
Zumtobel Lighting, Inc. ©2015 Questions? Problems? Call (800) 448-4131
3300 Route 9W and we will be happy to assist you. For technical
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Installation Instructions

-

Mounting bars ordered separately.

Important Preinstallation Note: Additional connections
required inside splice compartment for operation.

NOTE: For square and round fixtures, this fixture is designed for ceiling thickness
of 1 1/3” (1.3") max. Bottom of throat must be flush with ceiling plane.

2.75" BASYS LED II
Flangeless

Downlight and Wallwasher
Square and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.

A DANGER

RISK OF FIRE AND ELECTRICAL SHOCK

Contact, improper installation, or improper servicing
MAY RESULT IN DEATH OR SERIOUS INJURY!

Fixture must be installed by a qualified electrician only.
Fixture is intended for installation in accordance with
the National Electrical Code, local and federal code
specifications. Disconnect power at electrical panel
before servicing. Retain these instructions for
maintenance reference.

Wire luminaire to driver, make connection through
Quick Disconnect (provided).

Secure trim assembly
to safety cable from
inside the housing.

1 0 Insert driver into housing.

1 Insert trim

into housing and
press upward firmly to
engage the retaining
springs.

1 Alignment of
wallwashers.
Wallwash reflectors must

be installed as shown.

NOTE: National or municipal codes must be followed during the
fixture installation. Fixtures are not designed for direct contact with
thermal insulation. As a guideline, any insulation material must be
held away from the luminaire by a minimum of 3",
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Installation Instructions

Important Preinstallation Note: Additional connections 2_75" B ASYS LED Il

required inside splice compartment for operation.

Mounting bars ordered separately. FIangeIess
- O NOTE: For square and round fixtures, this fixture is designed for ceiling thickness Downllght and Wa"waSher
. . | of 11/3” (1.3") max. Bottom of throat must be flush with ceiling plane. Sq uare and Round

WHEN REPLACING PCB ASSEMBLIES, PLEASE WEAR AN ESD WRIST STRAP AND CONNECT IT TO THE METAL ENCLOSURE.
Maintenance - Turn off power first!

4\ DANGER
o Relamping. Contact Zumtobel at 1-800-448-4131 for
RISK OF FIRE AND ELECTRICAL SHOCK replacement LED Module. Please provide the original

Contact, improper installation, or improper servicing fixture description per the label inside the fixture.
MAY RESULT IN DEATH OR SERIOUS INJURY! Once replacement LED module has been received,
Fixture must be installed by a qualified electrician only. follow these steps.

Fixture is intended for installation in accordance with

the National Electrical Code, local and federal code 1. Please wear clean cotton gloves and electrostatic

specifications. Disconnect power at electrical panel d{scharr?e ﬁjrot;[ectlon. At (’;he mmwnum, ar:j E(‘?D wrist
before servicing. Retain these instructions for Strap should be worn and properly grounded.
maintenance reference. 2. Turn power off.

3. Remove trim. Pull out with rubberized gloves by
pulling the trim straight down.

4. There is a wire harness coming from the LED board
going to the power supply. The wire harness is con-
nected to the board by a push in disconnect. Using a
screw driver pushdown on lever and pull wire harness
from LED board.

6. Remove the old LED board and old thermal pad by
unscrewing the two #4 Allen screws. You will need an
Allen key.

7. Remove transparent film protection from both sides
of the new thermal-film with your fingers.

8. Place the new thermal film on bottom of new LED board.

9. Align the mounting holes in LED board to the holes in
the aluminum casted heatsink (i.e. housing cover).

10. Replace Allen screws.

11. Take the wire harness in the housing and push it onto
the connector on the new LED board.

12. Install trim. Push up on the trim until the flange touches
the ceiling.

13. Turn on the power.

14. For disposal, please send the old LED module back
to Zumtobel using the ESD bag provided.

Cleaning. Wipe with soft lint-free cloth.
Do not use glass cleaner or other solvents.

Access to Driver. Driver removal by repeating
Steps 1 through 3. Access by removing plate with
2 #4 Phillips head screws
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