FACTOR CONICAL LED TECTON

Applications: Perfectly coordinated optical systems ensure uniform light distribution with high precision. Even more
brilliant accent lighting is provided thanks to aluminium-sputtered, high-precision polycarbonate reflectors. Free from IR
and UV radiation, FACTOR combines high quality with gentle lighting. For use with TECTON. See separate spec sheet.
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FACTOR CONICAL LED SPOTLIGHT

FACTCO FL 80 WH TEC
FIXTURE LUMEN BEAM SPREAD CRI FINISH ADAPTER DRIVER
OUTPUT
FACTCO Factor 4000 Im K30 3000 FL Flood 80 30+ CRI WH White TEG TECTON mounting DA 1-10V Dimming
Conical Spotlight | 4100 Im K40 4000 DH Lutron Hi-Lume Dimming
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Technical Details

1. Track — FACTOR is compatible with TECTON. For additional information regarding this
track system, please see spec sheet on the website for TECTON.

2. Adaptor / Driverbox — Track adapter and injection molded polycarbonate driver box
are supplied with the fixture.

3. Housing — Die-cast aluminum housing painted white. Electronic control gear fitted in
spotlight housing.

4. Rotation and Pivot — Spotlight head rotates through 360°, pivots through 90°

5. Wattage, CCT, CRI — Unit is available in 36W. 3000K OR 4000K color temperature.
White LEDs with 80+ color rendering.

6. Dimming — Unit is available in 0-10V or Lutron dimming.

7. Life — 50,000 hours rated life. L70.
8. Optic — Polycarbonate (PC) aluminiumsputtered specular reflector.
9. Beam Spread — Unit is available in Flood distribution.

10. Clean Beam — Symmetric beam pattern, free of striations with smooth transition
from center beam to outer edge.

11. Internal Accessory Holder — Front cylinder of housing accommodates accessories
internally and provides a seamless appearance.

12. Weight - 3 Ibs.
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Photometric Data

FACTCO4100K40FL8OWHTEC Tech nical Description
180° Designation FACTC04100KAOFLBOWHTEC
150° 150° Total lamp lumens 4100 Im
Input watts 36.0W
120°, 120°
90° 18——12 6 90°
60° 60°
30° 30°
0° —— 0degree
ked ——90 degree
Coefficients of Utilization
Ceiling 80 70 50 30
Walls 70 50 30 10 70 50 30 10 50 30 10 50 30 10
RCR | Effective Floor Cavity Reflectance = 20% Spacing Criteria (along, across, 45°) = 0.4, 0.4, 0.4
0 119 119 119 119 116 116 116 116 111 111 111 106 106 106
1 115 113 112 110 113 111 110 108 107 106 105 104 103 102
2 112 108 105 103 109 106 104 102 103 101 99 100 99 97
3 108 103 100 97 106 102 99 96 100 97 95 97 95 93
4 105 99 95 92 103 98 95 92 96 93 91 94 92 90
5 101 95 91 88 100 95 91 88 93 90 87 92 89 87
6 98 92 88 85 97 91 88 85 90 87 84 89 86 84
7 95 89 85 82 94 88 85 82 87 84 81 86 83 81
8 93 86 82 79 92 86 82 79 85 81 79 84 81 78
9 90 84 79 77 89 83 79 77 82 79 76 82 78 76
10 88 81 77 74 87 81 77 74 80 77 74 79 76 74
Candela distribution
0 15 30 45 60 75 90
0.0°| 17873 17873 17873 17873 17873 17873 17873
10.0°| 11480 11480 11480 11480 11480 11480 11480
20.0° 2866 2866 2866 2866 2866 2866 2866
30.0° 1157 1157 1157 1157 1157 1157 1157
40.0° 4 4 4 4 4 4 4
50.0° 0 0 0 0 0 0 0
60.0° 0 0 0 0 0 0 0
70.0° 0 0 0 0 0 0 0
80.0° 0 0 0 0 0 0 0
90.0° 0 0 0 0 0 0 0
100.0° 0 0 0 0 0 0 0
110.0° 0 0 0 0 0 0 0
120.0° 0 0 0 0 0 0 0
130.0° 0 0 0 0 0 0 0
140.0° 0 0 0 0 0 0 0
150.0° 0 0 0 0 0 0 0
160.0° 0 0 0 0 0 0 0
170.0° 0 0 0 0 0 0 0
180.0° 0 0 0 0 0 0 0
Intensities in cd based on 4100 Im
All values are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Tolerance of color temperature: +/- 150 K.
Unless stated otherwise, the values apply to an ambient temperature of 25°C.
Refer to IES Files for further photometric information at www.zumtobel.us
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Photometric Data

FACTCO4000K30FL80WHTEC Technical Descri pti on
180° Designation FACTCO4000K30FL8OWHTEC
1500 1500 Total lamp lumens 4000 Im
Input watts 36.0W
120° 120°
90° 18——12—=6 90°
60° ] 60°
30° 30°
0° —— 0degree
ked ——90 degree
Coefficients of Utilization
Ceiling 80 70 50 30
Walls 70 50 30 10 70 50 30 10 50 30 10 50 30 10
RCR | Effective Floor Cavity Reflectance = 20% Spacing Criteria (along, across, 45°) = 0.4, 0.4, 0.4
0 119 119 119 119 116 116 116 116 111 111 111 106 106 106
1 115 113 112 110 113 111 110 108 107 106 105 104 103 102
2 112 108 105 103 109 106 104 102 103 101 99 100 99 97
3 108 103 100 97 106 102 99 96 100 97 95 97 95 93
4 105 99 95 92 103 98 95 92 96 93 91 94 92 90
5 101 95 91 88 100 95 91 88 93 90 87 92 89 87
6 98 92 88 85 97 91 88 85 90 87 84 89 86 84
7 95 89 85 82 94 88 85 82 87 84 81 86 83 81
8 93 86 82 79 92 86 82 79 85 81 79 84 81 78
9 90 84 79 77 89 83 79 77 82 79 76 82 78 76
10 88 81 77 74 87 81 77 74 80 77 74 79 76 74
Candela distribution
0 15 30 45 60 75 90
0.0°| 17437 17437 17437 17437 17437 17437 17437
10.0°| 11200 11200 11200 11200 11200 11200 11200
20.0° 2796 2796 2796 2796 2796 2796 2796
30.0° 1129 1129 1129 1129 1129 1129 1129
40.0° 4 4 4 4 4 4 4
50.0° 0 0 0 0 0 0 0
60.0° 0 0 0 0 0 0 0
70.0° 0 0 0 0 0 0 0
80.0° 0 0 0 0 0 0 0
90.0° 0 0 0 0 0 0 0
100.0° 0 0 0 0 0 0 0
110.0° 0 0 0 0 0 0 0
120.0° 0 0 0 0 0 0 0
130.0° 0 0 0 0 0 0 0
140.0° 0 0 0 0 0 0 0
150.0° 0 0 0 0 0 0 0
160.0° 0 0 0 0 0 0 0
170.0° 0 0 0 0 0 0 0
180.0° 0 0 0 0 0 0 0
Intensities in cd based on 4000 Im
All values are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Tolerance of color temperature: +/- 150 K.
Unless stated otherwise, the values apply to an ambient temperature of 25°C.
Refer to IES Files for further photometric information at www.zumtobel.us
Zumtobel Lighting, Inc. ©2017 845-691-6262 In a continuing effort to offer the best product possible, we
3300 Route 9W 800-448-4131 reserve the right to change, without notice, specifications or m ZUMTOBEL
Highland, NY 12528-2630 zli.us@zumtobelgroup.com materials. Technical specification sheets that appear on www.

February 1, 2017 12:07 PM

zumtobel.us are the most recent version and supersede all

Wwww.zumtobel.us other versions that exist in any other printed or electronic form.

3



