WALL WASH

Bl ZUMTOBEL

BASYS LED 11

6" Recessed Round Wall Wash

- Optimized passive cooling to enhance
efficiency and LED lifetime

High performance LED chip with high
Color Rendering Index (CRI) and 3-step
MacAdam ellipse to create consistent
and premium light quality
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- Highly engineered mixing chamber

- Uniform lighting distribution on
vertical plane

- Luminaire and driver that can be
DELIVERED LUMENS COLOR TEMPERATURE COLOR RENDERING WATTS quickly removed for easy maintenance
- Cleanable with lint-free cloth

1070 Im - 1254 Im 2700 K CRI 85+ Low Wattage (15 W)
1545 Im - 1811 Im 3000 K Standard Wattage (23 W)
SEE PAGE 3 FOR QUICK SHIP AVAILABILITY
2199 Im - 2242 Im 3500 K High Wattage (32 W)
2734 Im - 3205 Im 4000 K Very High Wattage (40 W) Rated for wet locations
: BR6WLED2 o BR6WLED2 -
1 FIXTURE BR6WLED2 Basys Round 6" Recessed Wall Wash
2 TRIM TYPE N Standard Flange | F Flangeless
[A] HOUSING
3 WATTAGE LW Low Wattage | SW Standard Wattage | HW High Wattage | VW Very High Wattage
4 LED MODULE 827 CRI 85,2700 K | 830 CRI 85,3000 K | 835 CRI 85,3500 K' | 840" CRI 85, 4000 K
5 DRIVER D 0-10V,10% | DHLutron, 1% | DD DALI, 1%
6 VOLTAGE 1120V | 2277V
7 OPTIONS CP Chicago Plenum | EM1 Standby Battery Pack, 5W, 290 Im, 120V | EM2 Standby Battery Pack, 5 W, 290 Im, 277V | F Fusing
[B] TRIM
3 REFLECTOR FINISH CL Clear Specular | €S Clear Semi-Specular | MT Matte | WH White | CC Custom?
4 FLANGE FINISH N Natural | W White | € Custom? | F Flangeless
5 OPTIONS E Standby Battery Pack Test Switch

[ C]1 MOUNTING OPTIONS (ORDER SEPARATELY)
1 OPTIONS 9930 Pair of 27" C-Channel mounting bars | 9952 Pair of 52" C-Channel mounting bars | 9956 Pair of 28" 10 ga. one-piece universal mounting bars

1 Energy Star listed model
2 For Custom Colors, please specify RAL #

Zumtobel Lighting, Inc. ©2018 3300 Route 9W, Highland NY 12528-2630 845-691-6262 | 800-448-4131 info.us@zumtobelgroup.com 102218_F




BASYS LED Il 6" Recessed !

Light Distribution

15 W wWall wWash

Dimensions
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Technical Detail
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CBCP: 725 | Lumens: 1230
LPW: 82 Im/w

Flangeless

Multipliers
85 CRI Reflector Finish
cCcT Multiplier Finish Multiplier
2700 0.87 CL 110
3000 0.93 cs 1.00
3500 1.00 MT 0.87
4000 1.02 WH 0.80

Octagonal Ceiling Cutout: 8-1/4" across flats
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1) Housing: The enclosed housing is of 20-gauge
galvanized steel. A shallow integral heat sink rests on
top of the housing. A 20-gauge aluminum plaster
frame has a fixed throat of 1-3/8" to accommodate
double thickness plasterboard. The thru-wire junction
box is 16-gauge galvanized steel, with 7/8" and 1-1/8"
knockouts. Driver is accessible through the fixture
aperture or a door in the thru-wire box.

2) Driver Module: The driver can be removed
either through the aperture or the back of thru-wire
box for replacement and ease of wire connection.

A standard Quick Disconnect for the driver module
allows the driver to be removed completely from
housing without tools. It offers a quick connection
to the building power supply.

3) Wattage & CCT: Unit is available in 15 W, 23 W,
32 Wor 40 W and in 2700 K, 3000 K, 3500 K or
4000 K with CRI 85+.

4) Dimming: The unit is available with standard
0-10V dimming driver (10%), Lutron dimming driver

We reserve the right to change, without notice, specifications or materials. Supporting documentation found on zumtobel.us are the most recent versions and supersede all other versions that exist in any other printed or electronic form.

(1%) and DALI dimming driver (1%). For non-dimming
installations, the standard 0-10V dimming driver will
be provided, and the dimming control wires can be
capped off at installation. Compatible 0-10V dimmers
are Lutron DVTV, Lutron NTFTV, LEVITON IP710-DLZ,
Wattstopper/Legrand ADF-120277, Osram 45561 -
LC-SL3W-TVWBX/UNV.

5a) Trim & Reflector: The mixing chamber is
made of anodized aluminum of high-specularity,
vacuum metalized, and is designed to provide a
high efficiency and an effective beam distribution.
The lens obscure a direct view of the LEDs.

5b) Reflector Finishes: The unit is available in
Clear Specular, Clear Semi-Specular, Matte and
White reflectors.

Clear Specular reflectors are highly polished post-
anodized finish with dark light appearance. Their
precise light distribution and glare limitation
provides the highest lumen output.

Clear Semi-Specular reflectors maintain precise
directionality of light.

Matte reflectors soft, diffuse, evenly illuminated
surface provide a congruous appearance between
the downlight and the ceiling.

Please specify RAL color number for custom
colors.

6) Mounting: A pair of rigid mounting brackets is
provided with each fixture, and provide 3" vertical
adjustment from inside aperture and plenum side
ofchousing. The brackets can accommodate the
optional mounting bars.

7) Standby Battery Pack: An Optional EM is
available in 5W and 290 Im.

8) Life: 50,000 hours rated life. L70.

9) Weight: 9 Ibs., with Standby Battery Pack 11.25 Ibs.
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