SLOTL GHT LED " 2-1/2" Surface Straight SP

C us

Applications; SLOTLIGHT LED Il provides an elegant, uniform line of light with consistent color that
blends seamlessly into the surrounding architecture and can even take light around a corner. A
versatile solution perfect for a great variety of applications, including offices, conference rooms, retail
spaces, corridors, showrooms, and reception areas.

Suitable for Damp Locations

IBEW Union Made

\ [ Type: Quantity: Project:

MOUNT-  DISTRI-  INDIRECT  DIRECT LED DIRECT  HOUSING CONTROL

EUURER) QWIDTH ING BUTION OUTPUT  OUTPUT MODULE Lz iTenis OPTIC COLOR 4 DHIVEH OPTIONS & AL
SLOTLIGHT | 2 SM 1 Direct N Not 9950 95080 CRI/ | 022' P Opal W White uo-1ov TWhip Flex | S Separate | E (EL) Standby
LEDII 21/2" | Surface Used Lm/Ft 3000K Nominal Flush TTitan Dimming Top Control / Battery Pack, Left

Mount 11.6 WIFt 83080CRI/ | 033 W Asym- B Black ?g(v)(/e;ﬁv RHard Wire | 2 Channels | Side
8850 | 3000K Nominal | metric o Feed F (ER) Standby
SLol Lm/Ft . D DAL B Separate | ttery pack, Right
Individual 102 Wit | 83580CRI/ | 044 N None . Control / ) '
- Nominal Dimming Side
3500K ominal N None 3 Channels
C Custom | 120/277V
7 750 055" Mac- G (EM) Standby
84080 CRI/ . N None
. Lm/Ft Nominal Adam: H Lutron Battery Pack, Mid
8 Direct/ 4000K !
SLDR . 8.7W/Ft 3 Step HiLume
2 Indirect 066 . H (LM) Standby
Run . 930 90 CRI/ A-Series
Housing- Nominal Please f Battery Pack, Left
6 650 3000K Lens Dimming !
BLANK specify and Mid
SLDS fincludes Lmft | gagogcRiy | 077 Mull: | gy g | Dver
Starter cover) 7 3W/Ft 3500K Nominal plier for ' 120/277V J (MR) Standby
) Lumen — Battery Pack, Mid
SLDM 555 | 94090 CRI/ ﬁa 8 | Output: 3 Lutron and Right
i ominal _Seri
Middle én;@t/ . 4000K : e grisvzrrles K (LR) Standby
- 000N/A(L | 099 ! Battery Pack, Left
SLDE only Nominal Flush Wired for and Right
End 4 450 Y |0 3-Wire Y
Lm/Ft M , 10 TO Control L (E3) Standby
48wt |5 asc‘tem ; Nominal | Asym- 1201277V Battery Pack, Left,
P 111 metric N None Mid and Right
3350 | ooTMuttpller | Nominal | 067 Emergency Cir-
én;@tlﬁ for Lumen 1212 cuit/Night Light
' Output: Nominal M EMCL
gsggﬁ 80 CRI YIO0XK N EMCR
3000K 0.97 | Bxact
3500k 1.00 | Length® 0 EMCM
4000K 1.03 P EMC L&M
90CRI Q EMC M&R
3000K 0.8 R EMC L8R
3500K 0.82
4000K 0,85 A EMCALL
X None

1 For individual fixtures, choose nominal lengths in feet or exact lengths in inches to the 1/4” (min. 23", max. 144”) in the LENGTHS column.

2 For continuous runs, choose nominal lengths in feet or exact lengths in inches to the 1/4” in the LENGTHS column.

3 Sﬁgi%gxact length in inches (to the 1/4”) over 72" ( measured from outside of endcap to outside of endcap, not including flanges ). Example: 39'6-1/4” would
be /4.

6 Minimum length requirements for Separate Control Option. Please contact factory for details.

LENS REMOVAL TOOL - REQUIRED

11030707 SLED2 Lens removal tool for 2.5” unit
Please note: Order at least one lens removal tool per order.
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SLOTL'GHT LED " 2-1/2" Surface Corners

b

Applications: SLOTLIGHT LED Il provides an elegant, uniform line of light with consistent color that C us
blends seamlessly into the surrounding architecture and can even take light around a corner. A
versatile solution perfect for a great variety of applications, including offices, conference rooms, retail
[ spaces, corridors, showrooms, and reception areas. Compatible with Armstrong® TechZone™ and
i USG Logix ceilings for 15/16 Tee, Slotgrid and Tegular.
Type: Quantity: Project: IBEW Union Made
SLD 2 SM N
INDIRECT DIRECT LED HOUSING CONTROL
FIXTURE ~ WIDTH MOUNTING DISTRIBUTION et BT MGOIIE LENGTHS DIRECT OPTIC iR DRIVER FEED TG
SLOTLIGHT | 22 1/2" | SM Surface 1 Direct N Not Used 9 950 Lm/Ft 830 80 CRI/ 3000K CL 90°, Corner Left P Opal Flush W White U0-10V Dimming | TWhip Flex | S Separate Control /
LED U Mount 4 Direct vith 83580 CRI/3500K | CR90°, Comer Right | NN/A (Blank Cover) | TTitan Driver 120/277V | Top 2 Channels
i 8 850 Lm/Ft R Hard Wire
Downlights 840 80 CRI/ 4000K BBack | DDAUDImming | B B Separate Control /
SLDS 7 Downlights Only 1eo2r ° 3 Channels
7 750Lm/ft | 930 90 CRI/ 3000K i
Starter . . H Lutron HiLume N None
8 Direct/ndirect 935 90 CRI/ 3500K A-Series Dimmin N Mone
sLom Housing-BLANK 6 650 LvFt G Cusom | pc ooy
Middle (includes cover) 940 90 CRI / 4000K
Lm/Ft :
9 Idirect Housing 5 SS0LR {500 \ya oL ony . 8 Luiron A-Series
N See drawings below for Please Driver Wired for
SLDE Blank (includes .
End cover) 4 450 Lm/Ft MacAdam: details. specify 3-Wire Control
P RAL #: 120/277V
3 350 Lm/Ft P
N None
CCT Muttipller for
N NOT USED
oTus Lumen Output:
80 CRI
3000K 0.97
3500K 1.00
4000K 1.03
90 CRI
3000K 0.8
3500K 0.82
4000K 0.85
T Corner length is 17.94".
N
~
o
=
v
90°, Corner Left 90°, Corner Right
Fed from this end.
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Details

1. Housing: Textured powder coated, precision extruded aluminum
2. Mounting: Concealed mounting brackets provided. 8 ft on center typical.

3. Lengths: Select individual and run fixtures with nominal lengths of 2', 3', 4, 5', 6', 7', 8',9', 10", 11", and 12" or choose exact lengths in 1/4" increments. Individual fixtures: min. 23", max.
144", Runs may include Starter, Mids, and End fixtures for shipping. The minimum length may change depending on the configuration selected.

4, Qutput, Wattage and GCT: Direct output available from 350 Im/ft (3.3 W/ft) to 750 Im/ft (8.7 W/ft). Reference: CRI80, CCT 3500K. Please use CCT multipliers to determine relative
lumen output for other CCT and CRI values. 3-step MacAdam. Select 3000K, 3500K, or 4000K, with 80 (83 typical) or 90 (95 typical) CRI.

5. Optic: Choose from Opal Flush or Asymmetric Optics.

6. Driver: Universal voltage 120/277V with integral 0-10V dimming, dims continuously from 100% to 10%. Lutron HiLume A-Series and DALI dimming driver available with continuous dim-
ming from 100% to 1%. Drivers integrated inside luminaire.

7. Standby Battery Pack: Optional for straight Individual and Run fixtures. 4' or 5' tray provides 1000 lumens for 90 minutes. Integral inside housing. In some cases, when selecting EM with
DALI dimming, only half of the LED tray will be lit - Still providing 1000 lumens. Please contact factory for additional information.

8. Life: 50,000 hours rated life. L80.
9. Damp location: Suitable for use in damp locations where not subjected to direct spray or condensation.
10.  Weight: 12Ibs

11.  Comers: Corner length is 17.94". Available as a left and right version (see detail drawings).

NOTE: For non-dimming installations, simply cap off the two control wires and connect the hot/neutral and ground as normal.
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Photometric Data

SLOTLIGHT LED Il 2.5” DIRECT
ONLY 3742 Lm 46.46W 81 Lm/W
SLDI2PD10783504PTUG
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All values are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Tolerance of color temperature: +/- 150 K.

Taken from .ies report #10767799-1042060

Unless stated otherwise, the values apply to an ambient temperature of 25°C.
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Photometric Data

SLOTLIGHT LED I 2.5” DIRECT/
INDIRECT 3742 Lm 46.46W 81 Lm/W
SLDI2PD10783504PTUG
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Taken from .ies report #10767799-1042063

All values are rated values. Luminous flux and connected electrical load are subject to an initial tolerance of +/- 10%. Tolerance of color temperature: +/- 150 K.
Unless stated otherwise, the values apply to an ambient temperature of 25°C.
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