








INSTALLATION INSTRUCTIONS

1 Cut opening in ceiling and drill hole for EM button. Refer to 
page 2 for fixture cutout sizes. Dimensions for pipe hole size and 
position are below. In above diagrams, X refers to the distance 
between the centers of the two holes.

5 Place mounting plate over ceiling opening by folding plate  
and inserting it through ceiling cutout. Ensure that holes in the 
plate align properly with ceiling cutout.
6 Install installation ring into ceiling as per standard instructions.

2 Place installation plate over ceiling opening working through
opening in adjacent ceiling tile. Ensure that holes in the plate  
align properly with ceiling cutout.
3 Install driver module in ceiling.
4 Install installation ring into ceiling as per standard instructions.

7 Make electrical connections as shown. Ground rough-in using
the green ground wire. For non-dimming installations, cap off  
the two control wires and connect the hot, neutral, and ground  
as normal. For 0-10V dimming applications, connect the DIM+ to  
the positive, and the DIM- to the negative. For EM installation, 
attach the switched hot to the orange line in the whip.  
Note: Driver module may vary based on ceiling type.

EMERGENCY INSTALLATION
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Note: For 2.25” fixtures, this option is only available for accessible ceilings.

BLACK = UNSWITCHED HOT
WHITE = NEUTRAL
GREEN = GROUND
DIM += E1
DIM - = E2
ORANGE = SWITCHED HOT

USE U.S. TOLERANCES BELOW
UNLESS OTHERWISE SPECIFIED
1. ALL DIMENSIONS ARE IN MILLIMETERS.
 
2. TOLERANCES ON:
   A. DECIMALS .X   0.5
                .XX   0.2
   B. WHOLE NUMBERS 0.8
   C. ANGLES 1
 
3. REMOVE ALL BURRS AND SHARP
   EDGES TO 0.4 MAX.
 
4. DO NOT SCALE DRAWING
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INSTALLATION INSTRUCTIONS

8 For inaccessible ceilings, insert driver module into ceiling and
connect driver module to fixture as per standard instructions.
9 Connect driver module to test switch as shown above.
Purple = +
Brown = –

10 Install fixture into ceiling as per standard instructions.
11 Install pipe hole cover into installation frame through ceiling
cutout. The pipe hole cover will be held in place by a bracket that 
slides into place.

EMERGENCY INSTALLATION (Continued)
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INSTALLATION INSTRUCTIONS

1 Unpack hanger bar assembly.
2 Cut opening in ceiling using dimensions on page 2.
3 Attach mounting plate to brackets Using a 8-32 self tapping 
screw (provided by Zumtobel).

7 Bend tabs on hanger bar ends until they are able to lay flush 
against stud.
8 Secure hanger bar onto stud per local code. Hammer in tabs on
hanger bars to secure to wood or screw through holes in hanger 
bar with 3/16" lag screw.
9 Installation of fixture as per standard instructions may continue
after sheet rock has been installed. Bracket height may need to be 
adjusted to ensure plate is flush with sheet rock.

4 Remove ceiling tile adjacent to the ceiling cutout.
5 Install hanger bar onto ceiling grid, working through the  
opening in the adjacent tile. Hanger bar length can be adjusted 
based on ceiling type. Secure fixture to permanent structure  
per local code. Construction wire may be looped through  
holes provided.
6 Replace adjacent ceiling tile and proceed with standard  
installation instructions.

HANGER BAR INSTALLATION (Optional)
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Note: Hanger bar may only be installed prior to sheet rock installation.
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RELAMPING  
Contact Zumtobel at 1-800-448-4131 for replacement LED module. 
Please provide the original fixture description per the label inside  
the fixture. Once replacement LED module has been received,  
follow these steps. 

CLEANING  
Wipe with soft lint-free cloth. Do not use glass cleaner or  
other solvents.

ACCESS TO DRIVER
For Accessible Ceilings: Remove adjacent ceiling tile to access  
junction box and driver. The driver is mounted on junction box  
cover with internal wiring.  
For Inaccessible Ceilings: After trim removal continue pulling trim  
to access driver box housing and guide through ceiling opening.  
Remove cover on enclosure to access driver and wiring.

1 Please wear clean cotton gloves and electrostatic discharge  
protection. At the minimum, an ESD wrist strap should be worn  
and properly grounded.

2	 Turn power off.

3 	Disconnect LED wire at connector by pushing down on  
connector side clips then pulling apart.

4	 Remove LED Board. Remove reflector by pushing in tabs on  
either side of rotation ring. Push in tabs on either side of heatsink  
and remove lens holder and lens Unscrew the '2' Torx screws and  
remove the LED board.

5	 Using a scraper (putty knife) remove the old thermal film from  
casting and wipe clean with a clean cloth.

6 Remove transparent film protection from both sides of the  
new thermal film with your fingers.

7 Place the new thermal film on bottom of new LED board and  
align LED board in holder.

8 Align the mounting holes in LED board to the holes in the  
aluminum casted heatsink.

9 Using the 3 mm Torx screws, and the screwdriver which has  
a blade length of 6" long, install the screws into holes on the  
LED board holder.

10 	Reconnect wire to connector (insulation does not need to be 
stripped).

11 Reverse Procedure to reinstall fixture.

12 Turn on the power.

13 For disposal, please send the old LED module back to Zumtobel  
using the ESD bag provided.

Turn off power first!


