










DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.
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INSTALLATION INSTRUCTIONS

STANDARD INSTALLATION – CONTINUOUS RUN

1 Unpack fixture. Fixture is shipped pre-assembled.

2 Determine Spacing for mounting points.

Prepare Ceiling for Junction Box and Suspension Installation, using the method(s) below that best applies to your installation.

4 Hang Starter Fixture and Level. Slide the cable attached to fixture, to bottom of cable connector. Hand tighten to connector. Set suspension 
length by adjusting spring-loaded cable connector. While supporting fixture, depress spring with thumb. Adjust height by sliding fixture up or 
down. If fixture is not level, loosen the bottom of the connector slightly, level and then re-tighten. Cut aircraft cable to desired length.

5 	Make Electrical Connection between fixtures using quick-connects supplied on harness wiring. 

6 	Hang Next Fixture in Row. Slide the next fixture (mid or end) all the way till the screw holes line up. Follow instructions from step 4.

7 	To Join the Two Fixtures tighten the two screws. Repeat step 5, 6, and 7 until end of row.
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INSTALLATION INSTRUCTIONS

DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.

STANDARD INSTALLATION – CONTINUOUS RUN (CONTINUED)

8 Make Electrical Connections using supplied power cord. Attach 
canopy ground wire to a suitable point in the junction box, per NEC 
and local codes.

10 Fixture comes with quick connectors supplied to connect to 
the next fixture

9 Slide Canopy and Retainer to cover junction box. Secure set 
screw on canopy retainer using 1/16” Allen wrench, (supplied) 
repeat for all canopies.

11 Slide mechanical connector joiner into fixture 

Canopy
Canopy  
Retainer

Power 
Cord

D00530CI Rev P

BLACK = SWITCHED

WHITE = COMMON
GREEN = GROUND

PURPLE = DIM+

GRAY = DIM- 

RED = UNSWITCHED

BLACK = LINE

WHITE = COMMON
GREEN = GROUND

PURPLE = DIM+ 

GRAY = DIM- 

NON-EM

EM
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INSTALLATION INSTRUCTIONS

DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.

STANDARD INSTALLATION – CONTINUOUS RUN (CONTINUED)

D00530CI Rev P

12 Secure mechanical joiner to fixture using screws provided

14 Make Electrical Connection to next fixture using quick  
connectors supplied once fixture has been secured

13 Slide mechanical connector into adjacent fixture and secure 
with screws provided  

15 Secure cover plate

Wire suspension  
supplied pre-installed 



ICOS Individual and Continuous Pendant Mounted

Zumtobel Lighting, Inc. ©2018       3300 Route 9W, Highland NY 12528-2630       845-691-6262  |  800-448-4131       info.us@zumtobelgroup.com        122118_F

INSTALLATION INSTRUCTIONS

DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.

STANDARD INSTALLATION – CONTINUOUS RUN (CONTINUED)

D00530CI Rev P

17 Secure Power Cord to aircraft cable 
with wire ties to provide strain relief.

18 Plastic Cover will come pre-installed but can be unclipped from fixture body if needed  
for maintenance.

16 Wire suspension can now be moved into position ready for 
suspension 
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INSTALLATION INSTRUCTIONS

D00530CI Rev P

Fixtures Sequencing 	

ICSI

ICSI

ICSH  ICSF

ICSS  ICSE

ICSH  ICSY  ICSF

ICSS  ICSX	  ICSF

ICSH  ICSY  ICSY  ICSF
ICSY is mid fixture

ICSS  ICSX  ICSR  ICSS

ICSH  ICSY  ICSY  ICSY  ICSF
ICSY is mid fixture

	ICSS  ICSX  ICSY  ICSR  ICSS

ICSH  ICSY  ICSY  ICSY  ICSY  ICSF
ICSY is a repeated mid fixture

ICSS  ICSX  ICSP  ICSX  ICSR  ICSS
ICSP replaces ICSY, ICSX is added

ICSH  	ICSY  ICSY  ICSY  ICSY  ICSY  ICSF
ICSY is a repeated mid fixture

ICSS  	ICSX  ICSP  ICSX  ICSY  ICSR ICSS
ICSY is added

ICSH  	ICSY  ICSY  ICSY  ICSY  ICSY  	ICSY  ICSF
ICSY is a repeated mid fixture

ICSS  	ICSX  ICSP  ICSX  ICSP  ICSX  ICSR  ICSS
ICSP replaces ICSY, ICSX is added

ICSH  	ICSY  ICSY  ICSY  ICSY  ICSY	  ICSY  ICSY  ICSF
ICSY is a repeated mid fixture

ICSS  	ICSX  ICSP  ICSX  ICSP  ICSX	  ICSY  ICSR  ICSS
ICSY is added
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ICOS 4 FT OPTIONS DRIVERS CONFIGURATION 

ICOS CONTINUOUS RUN SEQUENCING 

B C E

DA F

C E

DA F

B C E

DA F

C E

D F

C E

DA F

C E

D A

C E

D

C

D

B C E

DA

STARTER
ICSS

MID FEED
ICSP

STARTER
NO DC 
ICSH

MID FEED
NO DC 
ICSY

END
ICSE

END FEED
ICSF

INDIVIDUAL
ICSI

REVERSE END
ICSR

MID  
NO DC
ICSX

EM Option

EM Option

EM Option

A Power Feed  |  B End Cap  |  C Fixture  |  D Gear Tray  |  E Joiner Cap  |  F Joiner  |  G DC Feed  

G

G

DU: 0-10V Driver, DD: DALI driver, DH: Lutron Driver,  
CU: 347V Driver, EM: Standby Battery Pack Fixture

Application: An HE version uses a run length of 8' per driver 
while an HO version uses a run length of 4' per driver

Maximum Number of 4' Fixtures per Driver

     FIXTURES WITH                  HE                HO

       DU, DD, DH,                      2	                    1
       CU, EM                               1	                    1

APPLICATION:
Maximum number of 4' fixtures per driver is 1:
– After 16 ft, the mid fixtures repeat and will all be ICSY

Maximum number of 4' fixtures per driver is 2:
– Starting at 16 ft, the fixtures sequencing is pyramidal. The last two 
   fixtures will always be ICSR and ICSS
– The 20 ft configuration will always be ICSS, ICSX, ICSY, ICSR, ICSS
– The next 4 ft run will have ICSP (replacing ICSY) and ICSX
– The next 4 ft run will be the addition of ICSY
– The next 4 ft run will have ICSP (replacing ICSY) and ICSX
– The next 4 ft run will be the addition of ICSY
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