






Zumtobel Lighting, Inc. ©2019       3300 Route 9W, Highland NY 12528-2630       845-691-6262  |  800-448-4131       info.us@zumtobelgroup.com        010319_F

INSTALLATION INSTRUCTIONS

DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.

4a. For Pendant Mount Installations, Mount Anywhere Along Fixture Run Length.
Note: All dimensions for drilling cord and switch holes are referenced from the fixture end 
where the power contact/CLIX device is located. 

4b. For all Installations, Determine Desired L0cation. Orient fixture to trunking.  
Standby battery pack may be installed at the beginning and the end of the row and at 
varying locations in between.

4c. Beginning of Row: Originating at the Starter Feed connector or fixture end –  
Measure and mark hole centerline for drilling.

–>  20-1/8" +/- 1/8" from outside edge of clear End Cap to centerline of cord feed hole and

–>  24-1/4" +/- 1/8" MAX. to centerline of EM test switch (ITS).

Using a Transfer Punch and TECTON EM Drill Jig (order code 11018085):

–>  Drill 16mm (5/8") dia. hole for cord strain relief (20-1/8" +/- 1/8”)

–>  Drill 9.5mm (3/8") dia. hole for ITS (24-1/4" +/- 1/8")
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TECTON C STANDBY BATTERY PACK (EM) INSTALLATION GUIDE

TECTON LED LINEAR 59"/ 79"

Doc# D00541CI Rev P

4d. Middle of Row
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Notch to Clear ITS
Notch to Clear 
Power Cord

TECTON EM Drill Jig (part number 11018085)

Note: Deburr/remove all chips. Clearance hole through plastic 
buss shield is requiredfor proper component installation. 
 Do not contact or nick conductors or conductor buss.

3/8" Dia. 5/8" Dia.

21-11/16" 

2" Minimum

Starter FeedDirection of Trunking Insertion

Continuous Trunking

12"

4-1/8" 
Ref. Ref.

4-1/8" 

17" No Drill Area

17-9/16" 

21-11/16" 

Drill 3/8" Hole for ITS

Continuous 
Trunking

Edge of Fixture

Drill 5/8" Hole for Cord

EM Fixture 78-3/4"

CL

CL

CL

CL

CL

CL



TECTON Trunking

Quick  
Connect

18-3  
Cord

Place  
HEYCO 
Strain  
Relief  
on Cord
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INSTALLATION INSTRUCTIONS

DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.

5. Insert Power Cord Through 16mm (5/8") Hole. Snap HEYCO strain relief bushing and cord into 
hole. Proper placement shows cord protruding 9.5mm (3/8") beyond bushing and inside trunking.

4e. End of Row: This will be the last fixture installed and trunking termination will be determined prior to  
drilling holes for TECTON C EM fixture. With completed trunking dimension known index (measure) from the 
edge of second to last fixture and drill trunking as in MID MOUNTING diagram on previous page.

6. For Pendant Installations, Loop "Service Sling" (Velcro strap) Around the Trunking to suspend  
the fixture below and temporarily position the fixture to make needed connections. Plug power quick  
connect to fixture quick connect. Connect power cord to designated supply J-box above, wired to  
same branch circuit as fixture.

9.5mm (.375")
FACE OF
BUSHING

EDGE OF
CORD

Power Contact CLIX

TECTON LED LINEAR 59"/ 79"

Doc# D00541CI Rev P
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INSTALLATION INSTRUCTIONS

DO NOT REMOVE THE LED ASSEMBLY. THIS WILL VOID THE WARRANTY. CALL ZUMTOBEL AT 1-800-448-4131 FOR QUESTIONS.

6a Install ITS (attached to fixture) and secure to trunking with hex nut hardware provided. Connect EM unit connector.

6b Install Fixture to Trunking. Raise fixture to trunking being certain that wiring serpentines inside so as not to trap any wires 
between fixture and trunking during installation. Fully engage CLIX mechanism (2-places) to secure fixture to trunking.

Unit ConnectorEmergency Battery Pack – Integrated Test Switch (ITS)

Right to Engage

Right to Engage

TECTON LED LINEAR 59"/ 79"

Doc# D00541CI Rev P


