
Lumen Packages
400 lm/ft, 500 lm/ft, 600 lm/ft, 
700 lm/ft, 800 lm/ft, and  
1000 lm/ft

 

SLOTLIGHT LED III

Dimming Options
0-10 V, DALI, LUTRON

Precise Lengths 
Specify in 1/8"  
increments (min 2 ft)

Louver Finishes 
Matte black, white, silver 
as well as gloss black

Color Rendering
CRI 90+

Variety of Finishes
White, Silver, Black, and  
Custom Colors

Narrow Widths
1.5,” 2.5" and 4" wide

ADDITIONAL MOUNTING OPTIONS: Recessed and Surface
Contact a representative to begin specifying now.
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Opal Flush Optic
Roll lens with a continuous 
homogeneous appearance. 
Asymmetric or luminance 
reducing opal lens optics  
also available

Distribution 
Direct and indirect light 
distribution.
Batwing and asymmetric
indirect options

Roll Lens Optic
Easily install up to 150' without a seam

PENDANT | WALL

Sensors  
and Wireless 
Controls

PENDANT CORNERS ALSO AVAILABLE

Color Temperature 
3000 K / 3500 K / 4000 K, 
Tunable White (2700 K – 6500 K),
Zumtobel SPECTRUM




